
Content is stored on an internal hard-drive and is played out as a vision-only video 
stream. The system can either be part of a managed network, where our account 
management team ensure that design, scheduling and updating of content meets 
your marketing and commercial objectives, or can be user-managed via our 
playlisting and scheduling portal KV-CMS.

The KL4-V Video Player is designed to produce 
screen advertising content in leisure, hospitality 
and retail environments. 

kaleidovision.co.uk

KL4-V VIDEO 
PLAYER



• High quality video output 
• Video files stores on internal hard disc drive
• Video playlists and Schedules remotely managed by our web-based 
        Content Management System (KV-CMS) 

FEATURES KL4-V Mini Case

Power

Video Output 
 

Weight

Size

60W external PSU

HDMI

3 kg

W 250 mm  x D 200 mm x H 70 mm

SPECIFICATION

Operating Environment

Warranty

Shipped with

Access

Remote Support

Content Update

Standard Bandwidth Settings

Location: 
Requires 100mm unrestricted 
ventilation at front, top and rear, 
away from dirt and vibration.

24 months

3m patch cable
Mains power cable to suit location

Internet access mandatory, must be available at all times.  
Uses standard outbound access ports 80 and 443.

LogMeIn

Simple installation. Refer to Installation Guide for full details.  

Depending on requirements

01:00 to 09:00: max 3MB/sec
09:00 to 01:00: 20KB/sec

INTERNET 
ACCESS

BANDWIDTH 
USAGE

SET UP

Times and bandwidth settings  
can be varied on request. 

Operational temperature: 
0-35oC Variable Speed Fan Cooled. 
Do not place on a warm surface.


